TYPICAL DUCT HANGER SUPPORT DETAIL
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CONDENSING UNIT DETAIL
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AIR—CONDITIONING SYSTEM
HAS BEEN DESIGNED BY

AN INSTALLING AIR—CONDITIONING
CONTRACTOR CERTIFIED UNDER

CHAPTER 489.
HVAC DESIGN BY:

Altman Brothers, LLC
Air Conditioning Contractors CAC033267

Design Installation Service
Ph:(561) 6941651 Fax:(561) 622-2590
Palm Beach Gardens, Florida

BRIAN ALTMAN, CAC033567
QUALIFIER FOR ALTMAN BROTHERS, LLC

DATE

CONDENSING UNIT SCHEDULE

THE FOLLOWING CODES WERE USED IN
THE DESIGN OF THIS PROJECT:

2014 FLORIDA BUILDING CODE
EXISTING BUILDING, BUILDING, PLUMBING,
FUEL GAS, MECHANICAL , TEST PROTOCOLS
FOR HIGH VELOCITY HURRICANE ZONES,
ACCESSIBILITY AND ENERGY

2011 NATIONAL ELECTRICAL CODE
NFPA 70

N\ FLORIDA FIRE PREVENTION CODE, 5TH EDITION
S\ £ ~T CONDENSING UNIT PLAN MARK MFG MODEL # SEER/EER | TOTAL BTUH | SENS BTUH | AMB TEMP | VOLT/PHASE | MIN AMPS | MAX FUSE (INCLUDING NFPA 1, 2012 AND 101, 2012 EDITION)
// WITH FLORIDA AMENDMENTS
D CevEe AT s7 CU-1 A. STANDARD| 4A6H5042G1 15.3 42000 30300 95 F 208 v Iph 27 45
4 PN A CONDENSING UNIT CU-2 A. STANDARD| 4A6H5030G1 15.0 31000 23200 95 F 208 v Iph 15 25
MAX. 30 s e ya . . PROJECT NAME/LOCATION:
w,\ w w _m%mmmm%E_mmrmwos CCCENTRIC ENGINEERING APPROVAL
90 DEGREE ELBOW THREE PIECE ELBOW TRANSITIONS . — #10 TEK SCREWS ————————]
W/ METAL TURNING VANES TURNING VANES - B FASTEN TO UNIT =======I= ADVANCED
BASE AND 1/4"X1—1/2" ————————"
0 | S — MAINTAIN MIN. MFG.
% % % MWNMMM%MWZU WWWWWWWWW | \I CLEARANCES ALL AROUND UNIT <_ m _ O Z O>mm
I - CONCRETE PAD BY OTHERS WWWWWWWW DR. AMIR CUKIERMAN, O.D.
MAX. 45° DIVERGING E======= P
MAX. 60" CONVERGING ; R DD AN O 3893 MILITARY TRAIL
CONCENTRIC TEE W/ VOLUME e SUITE 4
TRANSITIONS DAMPERS ADMIRAL'S CROSSING
OUTSIDE AIR SCHEDUL E
CCESSORIES: REFRIGERANT LINE SIZES | (WE) HAVE REVIEWED THESE
. . " " DRAWINGS, UNDERSTAND THE
SYSTEM % USEAGE SQ FT  OCCUPANCY CFM REQ. CFM PROVIDED FAN SCHEDULE 1) LIQUID LINE DRYER M“MH w wwm._ M wwmm._ WORK OUTLINED THEREON
ELECTRICAL 2) HIGH & LOW PRESSURE CONTROLS ’ AND HEREBY APPROVE SAME
AHU—=1 EXT. OFFICE SPACE 1185 20 171 75 MARK | MODEL. | cFM | ESP VOESrT POWER | DRIVE | RPM | WATTS | SONES | ACCESSORIES/REMARKS 3) REFRIGERANT SHUT OFF VALVES FOR CONSTRUCTION.
—Ph- i 4) SIGHT GLASS
PANASONIC
BY:
BASED ON FBC MECH 2014: .06 CFM PER SQUARE FOOT AND 5 CFM PER PERSON. SATE

ACCESSORIES / REMARKS:

THESE DRAWINGS ARE BASED ON EXISTING
DRAWINGS WHEN AVAILABLE, FIELD INSPECTION OF
AS BUILT CONDITIONS AND OTHER INFORMATION
FROM THE BUILDING OWNER, MAINTENANCE
DEPARTMENT AND AS NOTED. INFORMATION WAS
GATHERED WITHOUT "DESTRUCTIVE INVESTIGATION"
(CUTTING INTO EXISTING SURFACES TO REVEAL
STRUCTURE, PIPING, DUCTWORK ETC).
CONTRACTORS AND SUBCONTRACTORS ARE TO
BASE BIDS ON INFORMATION SHOWN. SHOULD
CONSTRUCTION REVEAL THAT EXISTING
CONDITIONS ARE NOT AS ANTICIPATED OR AS
SHOWN ON THESE DRAWINGS THE CONTRACTOR
AND/OR SUBCONTRACTORS WILL NOTIFY THE
OWNER/TENANT OF THE DIFFERENCE AND THE
PRICE WILL BE ADJUSTED UP OR DOWN TO REFLECT
THE DISCREPANCY.

JOB #: DR CUKIERMAN

DATE: 02/29/2016

SCALE: VARIES

DRAWN BY: JM/BKA

1. MOTION SENSOR WALL SWITCH WITH ADJUSTABLE TIME DELAY..
2. GRAVITY BACKDRAFT DAMPER.
3. HANGING KIT
4. INSULATED CABINET
PLAN MARK MFG MODEL # TOTAL CFM OSA CFM STATIC PRES KW HEAT VOLT/PHASE MIN AMPS MAX FUSE
AHU-1 TRANE GAMSB0C42 1490 175 0.3 5.76 208v 1ph 31 40
>=uw U_mn_u_ﬂ_wcn_u_oz mO_I_mUC_Im AHU-2 TRANE GAMS5B0B30 1010 130 0.5 3.60 208 v Iph 17 25
PLAN MFG. MODEL SIZE ACCESSORIES /NOTES
MARK NO.
A TITUS TDC—-AA 12X12 4 WAY 3,4,5
B TITUS TDC—AA 12X12 4 WAY 1,3,5,6
C TITUS TDC—-AA 9X9 2 WAY 1,3,5,6
D TITUS TDC—AA gx9 1 WAY 1,3,5,6
R—1 TITUS 350FL 24X12 1,3
R—2 TITUS 350FL 24X24 3,4,5,6
ACCESSORIES:
C INTERNAL FILTER RACK, PROVIDE PLEATED MERYV 8 FILTERS.
Nv AUX. DRAIN PAN.
ACCESSORIES/NOTES 3) THERMAL EXPANSION VALVE.

1) T-BAR LAY—IN BORDER
2) OPPOSED BLADE DAMPER

GRILLE LEGEND

/190

GRILLE TYPE—\A|8/—DucCT

CFM QUANTITY

CONNECTION SIZE

3) WHITE FINISH
4) SURFACE MOUNT

5) SEE PLAN FOR NECK SIZE
6) PROVIDE INSULATED BACKS

5) SPRING ISOLATORS (units over 5 tons).

PROPER SLOPE TO DRAIN OUTLET.
7) PROVIDE PROGRAMMABLE THERMOSTATS.

IS RUNNING.

6) PROVIDE CONDENSATE PUMP IF CEILING SPACE DOES NOT ALLOW

9) PROVIDE "JONES VALVE” IN CONDENSATE LINE FOR CLEANOUT.

4) UNIT DRAIN PAN OVERFLOW SWITCH AND AUX. PAN OVERFLOW SWITCH.

8) PROVIDE MOTORIZED OUTSIDE AIR DAMPER AND INTERLOCK WITH AIR HANDLING UNIT FAN. DAMPER TO OPEN WHEN AHU FAN

REVISIONS:

SHEET NO:

OF 2




