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UNIT LIFTING EYE OR 1/8" GALV.
STRAP WELDED TO UNIT BASE.
TYPICAL (4) CORNERS

3/8" THRU-BOLT

ATTACH EQUIPMENT TO
CURB W/ 3/8" BOLTED CONNECTION.

RAIL ISOLATOR
CONT. WOOD NAILER

P.T. WOOD BLOCKING AT

W/ LOCK NUT
1"X1/8" THICK GALV. @
STEEL STRAP. —_—

NEOPRENE GASKET SET

IN MASTIC APPLIED OVER
COUNTER FLASHING.

UNIT TIE-DOWN BOLTS

3/8"¢ EYE BOLT/NUT.

1" RIGID INSULATION

SHIM AS REQD.
FOR LEVEL.

CONT. P.T. FIRE RETARD
WOOD NAILER.

. 4|\oozommﬁm ROOF
x 4” SQUARE X 1/4”
A\mﬂmmr PLATE ROOF

INSULATION

CONC.
SLAB

BUILD UP ROOFING

LIQUID LINE

25/50 RATED INSUJLATION

SUCTION LINE

STEEL SLEEVE

=

20 GAUGE
SHEET-METAL

(SIZE AS REQD) —=—

FLASHING _AS RECOM.

BY MANUF. l

|| FILL SLEEVE WITH FIRE-PROOF/
FIRE RESISTANT

- s SILICON SEALANT FOAM
CTC. PR-855

REFRIGERANT LINES
~ \ FROM ACCU'S

> / ROOF SLAB

SEE ENLARGED
DETAIL THIS DWG.

REFRIGERANT PIPE RAINCOVER DETAIL

3/8"¢ STAIN

LESS

STEEL SHEET METAL
SCREW @ 24" O.C.

CONT. WOOD

COUNTER FLASHING

R

CANT. STRIP

NAILER

OOF FELT

N.T.S.

ROOF MOUNTED HVAC
EQUIPMENT

WASHER

RUBBER GASKET

/ocmw

SECURE CURB TO ROOF
WITH STAINLESS STEEL
1/2"¢x4” EMB WEDGE

CANT.
ROOF ROOF
INSULATION =
—_ 4
]
K a’ 4.9 "
. 4 < '
7 4 bA.. n - .b a v 4
3/8"¢ BOLT THRU CURB &
CONCRETE ROOF /|\‘
NOTE

PROVIDE 1"X1/8" STEEL STRAP BOLTED FROM

ROOFTOP UNIT TO CONCRETE ROOF, ON (4) SIDES. o
NOTE: 1. CONTRACTOR SHALL COORDINATE LOCATION OF ROOF CURB PRIOR TO INSTALLATION.

BOLT TO WITHSTAND 120 MPH WIND.
CONNECTION INSIDE UNIT, NOT SHOWN.

NOTE: CONTRACTOR SHALL COORDINATE LOCATION
OF ROOF CURB PRIOR TO INSTALLATION.

<

. '4. CONCRETE
. 44

4 |

4 )

- q ..
ROOF *
..B <:

4

- &/f A ANCHOR BOLTS (2)
: Yo EACH SIDE MINIMUM.

2. ROOF CURB BY AIR CONDITIONER MANUFACTURER. PROVIDE ADDITIONAL BRACING AND SUPPORT.
AS REQUIRED FOR ROOF CURB INSTALLATION.
3. CURB TO BE HEAVY GAUGE GALVANIZED STEEL OR ALUMINUM CONSTRUCTION AS REQUIRED.

HVAC ROOF CURB DETAIL

N.T.S.

ROOF TOP UNIT

SECURE UNIT TO CURB TO WITHSTAND 175 MPH
OUTSIDE AIR HOO WINDS. SEE STRUCTURAL DRAWINGS FOR FURTHER
WITH DAMPER. DETAILS.

77

ROOF TOP UNIT
FULL UNIT SUPPORT CURB.
WELD TO STEEL CURB

CONDENSATE DRAIN
SUPPORT FRAME PROVIDED TO NEW DRYWELL

BY STEEL FABRICATORS. OR CATCH BASIN
COORDINATE SIZE AND
LOCATION. R/A DUCTWORK

CANT. STRIP——~

ROOF & INSULATION
SHIM CURB AS

REQ'D TO LEVEL UNIT

CONCRETE DECK v

ROOF OPENING

NOTES

@%|| RETURN DUCT

SUPPLY DUCT \/\ \/\
, CONTRACTOR TO STENCIL

DISCONNECT SWITCH

S/A DUCTWORK

CURB WIDTH
CONTROL CIRCUIT

‘ TO THERMOSTAT
POWER CIRCUIT
TO SERVING PANEL

1. DUCT TRANSITION FROM RTU TO DUCT SIZE SHOWN ON MECH. FLOOR PLAN
SHALL BE MADE BETWEEN RTU & TOP OF ROOF WITHIN CURB.

2. SIZE OF OPENING IN ROOF DECK TO BE AS SMALL AS POSSIBLE.
COORDINATE W/STRUCT. DWGS (6" MIN. LARGER THAN DUCT SIZE SHOWN)

CONTINUE ROOF "RTU—# ON SIDE OF ROOF 3. INSTALL PER MANUFACTURER'S RECOMMENDATION AND INSTALLATION
INSULATION & TOP UNIT AND ON MANUAL.

METAL DECK ACCOMPANYING DISCONNECT 4. ALL WIRING BY ELECTRICAL CONTRACTOR.

INSIDE UNIT SWITCH WITH WEATHERPROOF,

CURB. BLACK PAINT.

CONNECTIONS TO RTU

N.T.S.

GALV. SHEET METAL
SHIELD ROLLED TO O.D.
OF INSUL. PIPE.

FOR PIPES 4" & SMALLER
FABRICATE FROM 18 GA.
X 12" LONG. FOR PIPES
5" & LARGER FABRICATE
FROM 16 GA. X 18"
LONG.

"U” BOLT W/HEX NUTS BOLTED
TO ANGLE STEEL SUPPORTS.

INSULATION
SPECIFIED

HEX
NUTS

4

3" X 3" STL.

—

PIPE SUPPORT
Q—u X Quu
PITCH PAN

BUILT-UP—ROOFING, FLASHING
AND PITCH

ANGLE, WELDED

N

— CONCRETE—"*

AS

8"MIN

RIGID BOARD INSUL. _/

NOTE: WHEN RIGID BOARD INSUL. IS NOT
PLACED DIRECTLY ON ROOF SLAB.
SPACING SUPPORT 4" MINIMUM.

/| ROOF SLAB

ﬁm: X 5" X 1/4” STL.
PLATE ANCHORED

USED PITCH PAN SHALL BE TO CONC. ROOF SLAB.

L 3/8"X3-1/2"

WEDGE ANCHOR (TYP.)

ROOF TYPE PIPE SUPPORT DETAIL

SELF FLASHING
BASE

ATTACH DUCTWORK
TO CAP & SEAL

ROOF CAP DETAIL

N.T.S.

VIBRATION HANGER SPRING TYPE
W/NEOPRENE ISOLATOR ——— =

3/8" THREADED
RODS

WHITE  CEILING GRILLE

NOTES:

1.— PROVIDE BACKDRAFT DAMPER W/ BIRDSCREEN
2.— FLASH & SEAL WALL AND ROOF CAP

N.T.S.

INSECT SCREEN

6” TOILET EXHAUST DUCT
(SHEETMETAL/ THERMOFIN)

3.— PROVIDE INTERNAL ISOLATION AND SOUND INSULATION

4.— SUPPORT FAN FROM STRUCTURE

CABINET EXHAUST FAN DETAIL

N.T.S.
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