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1. ALL PIPE AND FITTINGS SHALL BE CLASS 53 DUCTILE IRON CEMENT . . .
1. BOTH VALVES SHALL BE KEPT CLOSED EXCEPT FOR FILLING, .
EINED: E_—AggléEggEElNT SHOULD BE. ‘A ;SERVICE [LINE OR [EIRE. HYDIRANT PLAN FLUSHING AND BACTERIOLOGICAL TESTING PURPOSES. Englneerlng lnc !
e A L e A0 2. THE CORPORATION STOP MUST BE REMOVED AND BRASS PLUG INSTALLED IN NGPEH1831,
PERMITTED. SADDLE FOLLOWING SUCCESSFULL COMPLETION OF ALL TESTING. O a n email=sholland@hd
FILLING AND FLUSHING LOCATIONS SHALL BE COORDINATED BY THE CONTRACTOR,
3. S.‘,’:“f@ELEp gﬁATDS IS REQUIRED AS SHOWN ON COMPACTED SUBGRADE WITH NOTES: ENGINEER, AND V.O.W. lleng.com, c=US
= 3. THE V.O.W. SHALL BE NOTIFIED BEFORE FILLING AND FLUSHING. VALVES ON
4. ONLY U.S.C. APPROVED DEVICES WILL BE AGCEPTED Ty IGALVANIZED' PIRING /AND; EITTINGS .SHALL; NOT BE USED 'ON TEMPORARY OR IRERMANENT BLOWOFES. EXISTING SYSTEM SHALL BE OPERATED ONLY BY V.O.W. PERSONNEL. d Date: 2016.06.15
2. THE MAIN SHALL BE MECHANICALLY RESTRAINED IN ACCORDANCE WITH THE V.0.W. STANDARDS. THE "nA!
5. REDUCED PRESSURE ZONE (RPZ) ASSEMBLIES ONLY. 4. PRESSURE TEST PUMP CONNECTS TO SERVICE LINE TAPS OR BLOWOFF. 17:00:10 -04'00
NUMBER OF PIPE LENGTHS TO BE RESTRAINED SHALL BE PER DETAIL DS. NO EXTRA TAPS ARE PERMITTED UNLESS APPROVAL HAS BEEN BY THE V.O.W.
8. 18" MIN. / 30" MAX. FROM LOWEST POINT OF BACKFLOW ASSEMBLY TO FINISH GRADE OR
FLOOD PLANE 5. VENT TO ATMOSPHERE SHALL REMAIN OPEN DURING ALL PHASES OF
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1. HYDRANT SHALL BE INSTALLED PLUMB AND TRUE. ARRANGEMENT AND PROCEED WITH THE REMAINING CONSTRUCTION AS
. . 06.15.16 100% CD — PERMIT SET
2 (T, MODEL, ONO!CORCR, HYDRANL “SHINLL, BE IPER V0.0 B.  ALL PIPING SHALL BE MECHANICALLY RESTRAINED IN ACCORDANCE WITH 8 EVE °
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3. VALVE SHALL BE PLACED ADJACENT TO MAIN, TIED TO TEE. SHALL BE PER MANUFACTURERS RECOMMENDATION.
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4, MECHANICAL JOINT ANCHORING FITTINGS WILL BE USED AS NOTED. 178" PER FOOT MIN. UNDISTURBED EARTH NOTES:
5. ALL HYDRANTS SHALL BE TEE'D OFF OF MAINS. SINGLE SERVICE CONNECTION DOUBLE SERVICE CONNECTION
6. g&?-:%:'%ss SHALL NOT BE PLACED IN SIDEWALKS, ROADWAYS OR SECTION 2. ACCEPTABLE MATERIALS ARE SCHEDULE 40 PVC AND SDR.
7. ALL JOINTS TO BE MECHANICALLY RESTRAINED. 2 SEl{V t‘?t LATERALS SHALL TERMINATE 2 INSIDE U.E.AT PROPERTY LINE AT A MAXIMUM DEPTH OF
3 FEET. PLUGGED WATERTIGHT AND MARKED WITH A 2"x2” TREATED STAKE AND ELECTRONIC MARKER 4. CLEANOUTS TO BE INSTALLED PRIOR TO C/O.
8. ANY FIRE HYDRANT THAT IS INSTALLED 50 FEET OR MORE FROM THE MARKER (BLUE).
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